
Cluster A 
Pod CIDR: 10.2.0.0/24 
ExternalCIDR: 192.168.1.0/24

Cluster B  
PodCIDR: 10.0.0.0/24 
ExternalCIDR: 192.168.0.0/24

Endpoint 
10.1.0.5Service A

Cluster C 
Pod CIDR: 10.1.0.0/24 
ExternalCIDR: 192.168.2.0/24

Pod C1 
10.1.0.5

Pod C1 (Shadow) 
10.1.0.5Service A

Endpoint 
192.168.0.45 Virtual Kubelet A

IPAM 

Cluster B:
PodCIDR: 10.0.0.0/24
ExternalCIDR: 192.168.0.0/24

IPAM 

Cluster C: 
PodCIDR: 10.1.0.0/24 
ExternalCIDR: 192.168.2.0/24

Cluster A:  
PodCIDR: 10.2.0.0/24 
ExternalCIDR: 192.168.1.0/24

IPAM 

Cluster B:  
PodCIDR: 10.0.0.0/24 
ExternalCIDR: 192.168.0.0/24

Gateway

1. Endpoint reflection
request

5. Reflection on  
foreign cluster 

2. VK asks for an IP to
IPAM module

3. IPAM module notifies Gateway of
mapping

4. GW adds the appropriate DNAT rule

Peering Peering


