
20 x 140 mm vertical dark Larch cladding
25 x 75 mm horizontal battens

25 x 75 mm vertical battens
Breather membrane

Rock wool (30kg/m3) external insulation
15 mm OSB board

300 X 50 two identical headers
Vapour control layer

 50 mm Glass wool (20 kg/m3) internal insulation
15 mm Birch plywood

18 mm Birch plywood
Vapour control layer

50 x 150 mm timber joists
90 mm Glass wool, Isover (20 kg/m3) insulation

9 mm OSB boards
25 x 25 mm internal battens

100 x 100 mm treated skid
                                     Galvanized steel screw pile foundation

20 x 140 mm vertical dark Larch cladding
25 x 75 mm horizontal battens

25 x 75 mm vertical batten
Breather membrane

15 mm OSB board
50 X 150 mm timber rafters

150 mm Glass wool, Isover (20 kg/m3)  insulation
between timber rafters

Vapour control layer
50 mm Glass wool, Isover (20 kg/m3) internal insulation

15 mm Birch plywood

Exterior

Interior

 Wood-aluminium Window frame,
insulating triple glazing

20 x 140 mm vertical dark Larch cladding
25 x 75 mm horizontal battens
25 x 75 mm vertical battens
Breather membrane
Rock wool (30kg/m3) external insulation
15 mm OSB board
50 X 100 mm timber studs
100 mm Glass wool, Isover (20 kg/m3) insulation
Vapour control layer
50 mm Glass wool (20 kg/m3) internal insulation
15 mm Birch plywood

Wood-aluminium Window frame,
insulating triple glazing
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20 x 140 mm vertical dark Larch cladding
25 x 75 mm horizontal battens

25 x 75 mm vertical battens
Breather membrane

Rock wool (30kg/m3) external insulation
15 mm OSB board

300 X 50 two identical headers
Vapour control layer

 50 mm Glass wool (20 kg/m3) internal insulation
15 mm Birch plywood

18 mm Birch plywood
Vapour control layer

50 x 150 mm timber joists
90 mm Glass wool, Isover (20 kg/m3) insulation

9 mm OSB boards
25 x 25 mm internal battens

100 x 100 mm treated skid
                                     Galvanized steel screw pile foundation

20 x 140 mm vertical dark Larch cladding
25 x 75 mm horizontal battens

25 x 75 mm vertical batten
Breather membrane

15 mm OSB board
50 X 150 mm timber rafters

150 mm Glass wool, Isover (20 kg/m3)  insulation
between timber rafters

Vapour control layer
50 mm Glass wool, Isover (20 kg/m3) internal insulation

15 mm Birch plywood

 Wood-aluminium Window frame,
insulating triple glazing
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