Politecnico di Torino - Dipartimento Energia
Efficiency Assessment

Test No..
Dafte:

Measurement no.:

Area [m?:
Filter class:
Aerosol:

Sampling cycles.

Sampling cycle time [s]:

Dilution factor:

Neutralizer:

5019
05/06/2024
1

0.02

Topas EAN 581

Conditioned / DischargedNo

Petitioner:
Medium.

Manufacturer:

Medium type:
Lot

AHLSTROM TURIN S.p.A.

n°1-

Ahlstrom

Air flow rate through filter:

Filter air flow resistance [Paj:

Air flow rate entering OPC [cm¥min]:

Correlation ratio:

OPC:

Test environment:

0.002018611[m%/s] (7.267[m%h])
156

1000

987-06/05/2024 3:13:39 PM-Mate
OPS 3330 ip121

26.2 °C /45% /98200Pa

Remarks: OPS 3330, KCI 20% 7.267 m3/h,/TSI circa 1211/min
Adattatore d= 160 mm
Pressione all'interno del condotto = 50 Pa
Particle concentration
Size class [#/dm?] Efficiency Deviation Uncertainty | Meaningful
(um] [%] [+/-] [+/-] cycles
Upstream | Downstream

0.30 - 0.40 pm 597 113 93 572 84.41 0.33 0.35 6
040 - 0.55pum 185 969 17 702 90.63 0.25 0.27 6
0.55 - 0.70 uym 46 923 2994 93.79 0.20 0.20 6
0.70 - 1.00 pm 35455 1473 96.00 0.12 0.13 6
1.00 - 1.30 um 2 588 49 98.19 0.27 0.28 6
1.30 - 1.60 um 883 8 99.18 0.13 0.13 6
1.60 - 220 pum 266 1 99.64 0.41 0.43 6
220 - 3.00 pm 37 0 100.00 0.00 0.00 6
3.00 - 4.00 um 9 0 100.00 0.00 0.00 6
400 - 5.50pm 2 0 100.00 0.00 0.00 6
550 - 7.00 um 2 0 100.00 0.00 0.00 4
7.00 -10.00 pm 0 0 N/D N/D N/D 1
> 10.00 pm 0 0 N/D N/D N/D 0
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