Politecnico di Torino - Dipartimento Energia
Efficiency Assessment

Test No.: 5020 Petitioner: Politecnico-Dipartimento Energia

Date: 17/06/2024 Medium: n°4-

Measurement no.. 1 Manufacturer: Technostat

Area [m¥: 0.02 Medium type.

Filter class: Lot FA6900NW

Aerosol: KCI Air flow rate through filter: 0.002[m3/s] (7.2[m3/h])
Sampling cycles: 6 Filter air flow resistance [Paj: 168

Sampling cycle time [s]: 45 Air flow rate entering OPC [cm¥minj: 1000

Dilution factor: 1 Correlation ratio. 990-06/17/2024 5:56:01 PM-Mate
Neutralizer: Topas EAN 581 OPC: OPS 3330 ip121

Conditioned / DischargedNo Test environment: 23 °C /43% /98300Pa
Remarks: OPC 3330 KCI 20% 121 SLPM, piastra d=160mm, sovrappressione = 50 Pa +3.4kV -3kV

/ Particle concentration e o Y )
Size class [#/dm?] Efficiency Deviation Uncertainty | Meaningful

(um] [%] [+/-] [+/] cycles
Upstream | Downstream

0.30 - 0.40 pm 1177767 590 277 50.84 0.49 0.51 6
040 - 0.55pm 373 149 119 508 69.48 0.54 0.57 6
0.55 - 0.70 pm 89 926 20 659 78.52 0.62 0.65 6
0.70 - 1.00 pm 64 637 11 004 84.06 0.75 0.79 6
1.00 - 1.30pm 2927 248 92.16 1.65 1.73 6
1.30 - 1.60 pm 934 54 94.16 1.87 1.96 6
1.60 - 2.20 pm 282 8 96.67 3.16 3.31 6
220 - 3.00 pm 53 1 97.71 5.03 5.27 6
3.00 - 4.00 pm 17 0 100.00 0.00 0.00 6
4.00 - 5.50 pm 5 0 100.00 0.00 0.00 6
550 - 7.00 pm 0 0 100.00 0.00 0.00 3
7.00 -10.00 pm 0 0 100.00 0.00 0.00 2

> 10.00 pm 1 0 100.00 0.00 0.00 3
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