Politecnico di Torino - Dipartimento Energia
Efficiency Assessment

Test No.: 5020 Petitioner: Politecnico-Dipartimento Energia

Date: 14/06/2024 Medium: n°1i-

Measurement no.. 1 Manufacturer: Technostat

Area [m¥: 0.02 Medium type.

Filter class: Lot: FA6900 NW

Aerosol: KCI Air flow rate through filter: 0.002[m3/s] (7.2[m3/h])

Sampling cycles: 6 Filter air flow resistance [Paj: 181

Sampling cycle time [s]: 45 Air flow rate entering OPC [cm¥minj: 1000

Dilution factor: 1 Correlation ratio. 988-06/14/2024 11:45:04 AM-Mat
Neutralizer: OPC: OPS 3330 ip121

Conditioned / DischargedNo Test environment: 25 °C /45% /98400Pa

Remarks: OPC 3330 KCI 20% 121 SLPM, piastra d=160mm, sovrappressione = 50 Pa Neutralizer EA

/ Particle concentration e o Y )
Size class [#/dm?] Efficiency Deviation Uncertainty | Meaningful

(um] [%] [+/-] [+/] cycles
Upstream | Downstream

0.30 - 0.40 pm 480 042 206 503 54.79 1.64 1.72 6
040 - 0.55pm 156 307 48 296 67.24 1.31 1.37 6
0.55 - 0.70 pm 41 298 9482 75.62 1.08 1.13 6
0.70 - 1.00 pm 36 236 5 896 82.89 0.60 0.63 6
1.00 - 1.30pm 2755 219 91.74 0.59 0.61 6
1.30 - 1.60 pm 1164 60 94.57 0.98 1.03 6
1.60 - 2.20 pm 406 9 97.82 0.49 0.51 6
220 - 3.00 pm 37 0 99.34 1.62 1.70 6
3.00 - 4.00 pm 6 0 100.00 0.00 0.00 6
4.00 - 5.50pm 1 0 100.00 0.00 0.00 6
550 - 7.00 pm 0 0 N/D N/D N/D 0
7.00 -10.00 pm 0 0 N/D N/D N/D 0

> 10.00 pm 0 0 N/D N/D N/D 0
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